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RULES AND REGULATIONS FOR THE CONSTRUCTION AND 
CLASSIFICATION OF SHIPS FOR THE CARRIAGE OF LIQUEFIED 
GASES IN BULK, August 2013 


Notice No. 1 


This Notice contains amendments within the following Sections of the Rules and Regulations for the Construction of 
Ships for the Carriage of Liquefied Gases in Bulk, August 2013. The amendments are effective on the dates shown: 


Chapter Section Effective date 


LR Ill LR 111.6 1 September 2013 


The Rules and Regulations for the Construction and Classification of Ships for the Carriage of Liquefied Gases in Bulk, 
August 2013 are to be read in conjunction with this Notice No. 1. The status of the Rules is now: 


Rules for Ships for Liquefied Gases Effective date: August 2013 
Notice No. 1 Effective date: 1 September 2013 


All text which does not appear in the IGC Code is prefixed by ‘LR’ and thick vertical lines (see LR 11.3) 


Chapter LR Ill 


Chapter LR III 
Classification, Class Notations and Descriptive Notes 


Effective date 1 September 2013 


LR 111.6 Fatigue Design Assessment 


LR 111.6.1 ShipRight FDA. This notation (Fatigue Design 
Assessment) may be assigned upon request when an 
appraisal has been made of the fatigue performance of the 
hull structure in accordance with the ShipRight FDA 
procedures. 


LR 11.6.2 ShipRight FDA plus. This notation (Fatigue 
Design Assessment plus) may be assigned upon request 
when an appraisal has been made for a higher level of fatigue 
performance than that made for the assignment of ShipRight 
FDA. The appraisal may be made based upon a specific trad- 
ing pattern, which is to be expressed in terms of either a 
Worldwide trading route, as defined in the ShipRight FDA 
procedure, or a North Atlantic trading route (that utilises the 
wave data from IACS Recommendation 34). The notation 
ShipRight FDA plus is to be followed by the number of years 
that the vessel has been assessed for the specific trading 
pattern for either the Worldwide or North Atlantic trading 
routes denoted by WW and NA respectively, e.g., ShipRight 
FDA plus (25, NA). 
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